
KEYNOTES
1 1" CONDUIT TO PYLON SIGN.

2 1" CONDUIT TO POLE LIGHTS.

DISCLAIMER: THE PHOTOMETRIC CALCULATIONS WILL BE CONFIRMED BY THE NATIONAL
LIGHTING ACCOUNT VENDOR (NATIONAL LIGHTING ELECTRICAL SERVICE). THE E.C. AND G.C.
WILL BE RESPONSIBLE TO CONFIRM THAT NATIONAL LIGHTING ELECTRICAL SERVICE (THE
NATIONAL ACCOUNT LIGHTING VENDER) HAS RUN THEIR PHOTOMETRICS FOR THIS SITE. IT
IS ALSO THE RESPONSIBILITY OF THE E.C. AND G.C. TO CONFIRM ALL LIGHT FIXTURE MODEL
NUMBERS WITH THE NATIONAL ACCOUNT VENDOR (NATIONAL LIGHTING ELECTRICAL
SERVICE).

LED LIGHT HEADS ARE COVERED ON FOUR SIDES PLUS THE BACK WITH LIGHT BEING
PROJECTED IN ONE DIRECTION.  LIGHT HEADS MOUNTED AND POINTING IN A DOWNWARD
DIRECTION ACCOMPLISHES THE GOAL OF WHAT USED TO BE CALLED "FULL CUT-OFF".  IN
THIS WAY THE PARKING LOT IS LIT AND THERE IS NO BLEED OVER TO THE PROPERTY LINE
OR ACROSS PROPERTY LINES.

#

GODFREY LN.
GODFREY LN.

G
O

D
FR

EY
 L

A
N

E

COUNTY ROAD NN

PYLON SIGN
B-25

H-1 H-1

H-1

H-1

G-1

G-1

G-1

B-41

B-35B-35

B-33

B-33

B-33

B-33

UG/C UG/CUG/C

1

2

16.5' MOUNTING
HEIGHT

16.5' MOUNTING
HEIGHT

16.5' MOUNTING
HEIGHT

16.5' MOUNTING
HEIGHT

16.5' MOUNTING
HEIGHT

16.5' MOUNTING
HEIGHT

16.5' MOUNTING
HEIGHT

2

S-1

S-1

U
G

/C
U

G
/C

U
G

/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

UG/C

B-27

B-27

D
O

LL
AR

 G
EN

ER
AL

TY
PE

 E
G

O
D

FR
EY

 L
AN

D
E 

& 
C

O
U

N
TY

 R
O

AD
 N

N

EA
G

LE
, W

AU
KE

SH
A 

C
O

U
N

TY
, W

IS
C

O
N

SI
N

TH
E 

EN
G

IN
EE

R
 H

AS
 P

R
O

VI
D

ED
 O

N
LY

 M
EC

H
AN

IC
AL

, E
LE

C
TR

IC
AL

, A
N

D
 P

LU
M

BI
N

G
 E

N
G

IN
EE

R
IN

G
 S

ER
VI

C
ES

. F
LO

O
R

 P
LA

N
S 

AN
D

 S
IT

E
PL

AN
S 

H
AV

E 
BE

EN
 P

R
O

VI
D

ED
 B

Y 
TH

E 
AR

C
H

IT
EC

T 
FO

R
 M

Y 
U

SE
 R

EL
AT

IV
E 

TO
 M

EC
H

AN
IC

AL
, E

LE
C

TR
IC

AL
, A

N
D

 P
LU

M
BI

N
G

 E
N

G
IN

EE
R

IN
G

SE
R

VI
C

ES
 O

N
LY

.

©
 2

02
0 

TH
ES

E 
D

R
AW

IN
G

S 
AR

E 
IN

ST
R

U
M

EN
TS

 O
F 

TH
E 

EN
G

IN
EE

R
 F

O
R

 U
SE

 S
O

LE
LY

 W
IT

H
 R

ES
PE

C
T 

TO
 T

H
IS

 P
R

O
JE

C
T.

  T
H

E 
EN

G
IN

EE
R

 S
H

AL
L 

BE
 D

EE
M

ED
 T

H
E 

AU
TH

O
R

 O
F 

TH
ES

E 
D

O
C

U
M

EN
TS

AN
D

 S
H

AL
L 

R
ET

AI
N

 A
LL

 C
O

M
M

O
N

 L
AW

, S
TA

TU
TO

R
Y 

& 
O

TH
ER

 R
ES

ER
VE

D
 R

IG
H

TS
, I

N
C

LU
D

IN
G

 T
H

E 
C

O
PY

R
IG

H
T.

  T
H

E 
EN

G
IN

EE
R

'S
 D

R
AW

IN
G

S 
SH

AL
L 

N
O

T 
BE

 U
SE

D
 O

N
 O

TH
ER

 P
R

O
JE

C
TS

,  
FO

R
AD

D
IT

IO
N

S 
TO

 T
H

IS
 P

R
O

JE
C

T 
O

R
 F

O
R

 C
O

M
PL

ET
IO

N
 O

F 
TH

IS
 P

R
O

JE
C

T 
BY

 O
TH

ER
S,

 E
XC

EP
T 

BY
 A

G
R

EE
M

EN
T 

IN
 W

R
IT

IN
G

 W
IT

H
 T

H
E 

EN
G

IN
EE

R
.

DATE: 7/15/2020
REVISION:
REVISION:
REVISION:
REVISION:
REVISION:
REVISION:
JOB #: 2020-113
SHEET #:

PA
TR

IC
K 

D
. C

R
O

C
KE

R
, P

.E
.

32
11

 E
AS

T 
SH

AD
Y 

G
LE

N

SP
R

IN
G

FI
EL

D
, M

IS
SO

U
R

I 6
58

04

PH
O

N
E:

 (4
17

) 8
83

-4
05

6

SIGNATURE

07-16-2020  REV

ENGINEER: Patrick D. Crocker

LICENSE #: 46902-6

D
O

LL
AR

 G
EN

ER
AL

TY
PE

 E
G

O
D

FR
EY

 L
AN

D
E 

& 
C

O
U

N
TY

 R
O

AD
 N

N

EA
G

LE
, W

AU
KE

SH
A 

C
O

U
N

TY
, W

IS
C

O
N

SI
N

TH
E 

EN
G

IN
EE

R
 H

AS
 P

R
O

VI
D

ED
 O

N
LY

 M
EC

H
AN

IC
AL

, E
LE

C
TR

IC
AL

, A
N

D
 P

LU
M

BI
N

G
 E

N
G

IN
EE

R
IN

G
 S

ER
VI

C
ES

. F
LO

O
R

 P
LA

N
S 

AN
D

 S
IT

E
PL

AN
S 

H
AV

E 
BE

EN
 P

R
O

VI
D

ED
 B

Y 
TH

E 
AR

C
H

IT
EC

T 
FO

R
 M

Y 
U

SE
 R

EL
AT

IV
E 

TO
 M

EC
H

AN
IC

AL
, E

LE
C

TR
IC

AL
, A

N
D

 P
LU

M
BI

N
G

 E
N

G
IN

EE
R

IN
G

SE
R

VI
C

ES
 O

N
LY

.

©
 2

02
0 

TH
ES

E 
D

R
AW

IN
G

S 
AR

E 
IN

ST
R

U
M

EN
TS

 O
F 

TH
E 

EN
G

IN
EE

R
 F

O
R

 U
SE

 S
O

LE
LY

 W
IT

H
 R

ES
PE

C
T 

TO
 T

H
IS

 P
R

O
JE

C
T.

  T
H

E 
EN

G
IN

EE
R

 S
H

AL
L 

BE
 D

EE
M

ED
 T

H
E 

AU
TH

O
R

 O
F 

TH
ES

E 
D

O
C

U
M

EN
TS

AN
D

 S
H

AL
L 

R
ET

AI
N

 A
LL

 C
O

M
M

O
N

 L
AW

, S
TA

TU
TO

R
Y 

& 
O

TH
ER

 R
ES

ER
VE

D
 R

IG
H

TS
, I

N
C

LU
D

IN
G

 T
H

E 
C

O
PY

R
IG

H
T.

  T
H

E 
EN

G
IN

EE
R

'S
 D

R
AW

IN
G

S 
SH

AL
L 

N
O

T 
BE

 U
SE

D
 O

N
 O

TH
ER

 P
R

O
JE

C
TS

,  
FO

R
AD

D
IT

IO
N

S 
TO

 T
H

IS
 P

R
O

JE
C

T 
O

R
 F

O
R

 C
O

M
PL

ET
IO

N
 O

F 
TH

IS
 P

R
O

JE
C

T 
BY

 O
TH

ER
S,

 E
XC

EP
T 

BY
 A

G
R

EE
M

EN
T 

IN
 W

R
IT

IN
G

 W
IT

H
 T

H
E 

EN
G

IN
EE

R
.

DATE: 7/15/2020
REVISION:
REVISION:
REVISION:
REVISION:
REVISION:
REVISION:
JOB #: 2020-113
SHEET #:

PA
TR

IC
K 

D
. C

R
O

C
KE

R
, P

.E
.

32
11

 E
AS

T 
SH

AD
Y 

G
LE

N

SP
R

IN
G

FI
EL

D
, M

IS
SO

U
R

I 6
58

04

PH
O

N
E:

 (4
17

) 8
83

-4
05

6

SIGNATURE

07-16-2020  REV

ENGINEER: Patrick D. Crocker

LICENSE #: 46902-6

SCALE: 

SITE LIGHTING & POWER PLAN
1" = 20'-0"
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FIELD VERIFY AND COORDINATE ALL UNDERGROUND UTILITIES WITH STORM WATER
DETENTION AND DRAIN PIPING TO AVOID CONFLICT/INTERFERENCE.

Know what's below.
before you dig.Call

R
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UNDERGROUND ELECTRIC

OVERHEAD ELECTRIC
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TELEPHONE

SITE UTILITY LEGEND
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PHOTOMETRICS TO
EXTERIOR SITE.
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Warranty
• Backed by US LED’s industry leading       

10-year warranty.

PJF1
Linear LED Strip Light

Product Overview
Utilizing patented LED technology, the PJF1 is a 
low-profile linear solution that offers outstanding 
value and energy efficiency without compromising 
illumination.  Designed for versatility, the PJF1 
provides best-in-class performance for virtually 
any indoor lighting need. It’s Ideal for lighting up 
manufacturing, commercial, warehouse, retail, or 
other display applications.

Product Applications
• Educational Facilities
• Convenience Stores
• Office Spaces
• Hallways/Corridors

• Industrial/Warehouse
• Mall/Retail Areas
• Health Care Facilities
• Commercial Spaces

Product Certifications/Approvals
• Complies with UL1598 and CSA 22.2
• DLC Premium Listed
• Suitable for indoor damp Locations
• RoHS Compliant

WARRANTY

W

ARRANT Y

Project Date

Catalog Number Type

Product Performance Summary
Lumen Output Up to 9,730 lumens

Efficacy Up to 145 LPW

CRI ≥ 80 CRI

Available CCT 3500K, 4000K, 5000K or 
Color Tuning (2700K-6500K) 4

Warranty 10-Year Warranty

Key Features
• Available in 2 ft., 4 ft., or 8 ft. models with 

lumen packages up to 9,730L.
• 161,000 hours L70 calculated life.
• Suspended or surface mounted.
• Designed to facilitate easier installations.
• Industry leading 10-Year warranty.

Electrical
• 120VAC input. 277-347 VAC input options 

also available.
• 0-10V dimming option available.
• Photocell/motion sensor option available.
• Operating temperature: -30°C to +40°C 

(-22°F to +104°F)

Mounting
• Luminaire is ready to be suspended or 

surface mounted.

Ordering Information

Construction
• Housing is constructed from steel in a 

standard white finish.
• Lens is frosted acrylic for uniform light 

distribution that’s glare-free.
• End caps are high-impact injection molded 

PMMA material.

Optics
• Industry leading LEDs in 3500K, 4000K, or 

5000K CCT (minimum 80 CRI).
• Color tuning option available.
• Lumen Maintenance >161,000 hours (L70) 1

2 2 ft.

4 4 ft.

8 8 ft.

1 Standard 17 17W

25 25W

30 30W

35 35W

50 50W

60 60W

70 70W

35 3500K

40 4000K

50 5000K

T 2700K- 
6500K 4

iD iNFiNi 
0-10V

B 4 Smart Blu™
Blu-Drive 

1 120-277V

C 120-347V

D 0-10V Dimming

1 LSXR-610-ADC 3

Blank No Battery 
Back-Up

B Integrated 
Battery 
Back-Up 2

PJF1

SizeVariantSeries Input Voltage Power Driver CCT Control Battery Back-Up

1. US LED product ‘Lifetimes’ refer only to the LED light engine, not the power source, and are based on the Illuminating Engineering 
Society’s TM21 Projected Lumen Maintenance methodology at a 25° C / 77° F ambient temperature. The lifetimes are solely meant 
to be a guide for expected LED degradation and not a warranty or predictive of their actual life, which can be affected by ambient 
temperatures and other factors.

2. Only available with 4 ft. option.
3. Option is a passive infrared sensor.
4. Color tuning option only available with Smart Blu™ Blu-Drive Driver.
5. If a specific CCT is ordered with Smart Blu™ Blu-Drive Driver, all lighting control benefits will be available except color tuning [Option T].

Example: PJF1-1-4-1-35-ID-35-D

Power Combinations

Size Available Power

2 ft. 17W

4 ft. 25W, 30W, 35W

8 ft. 50W, 60W, 70W

Smart Blu™ Combinations

Size Power CCT 5

2 ft. 17W 3500K, 4000K, 5000K

4 ft. 25W, 30W, 35W 3500K, 4000K, 5000K

8 ft. 50W, 60W, 70W 3500K, 4000K, 5000K

PC Power
Cable

10 10 ft. WH White 1 (3) Qty.
Conductors

2 (4) Qty. Conductors -
Required for Battery 
Back-Up Option

PJF1

VariantSeries Length Color Conductors

Power Cable Ordering Information

http://www.usled.com
tel:866-972-9191
mailto:customerservice%40usled.com?subject=
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Dimensions

4 ft. Model 
(Side View)

8 ft. Model 
(Side View)

2 ft. Model 
(Side View)

93.70 in
2380mm

46.85 in
1190mm

23.62 in
600mm

End Cap
All Models

2.50 in.
64mm

3.
39

 in
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86
m

m

3.
39

 in
.

86
m

m

3.
39

 in
.

86
m

m

http://www.usled.com
tel:866-972-9191
mailto:customerservice%40usled.com?subject=


PJF1
Linear LED Strip Light

PJF1
091619

www.usled.com | 866-972-9191 | customerservice@usled.com
Due to continued product improvements, product specifications are subject to change without notice. Please visit www.usled.com for the most updated product specifications. 

Performance Data

Model System Level Power Delivered Lumens Efficacy CCT L70 Calculate Life L85 Calculate Life 

PJF1-1-2-X-17-X-35-X 16.7W 2,320L 139 LPW 3500K 161,000 Hours 75,000 Hours

PJF1-1-2-X-17-X-40-X 16.7W 2,340L 140 LPW 4000K 161,000 Hours 75,000 Hours

PJF1-1-2-X-17-X-50-X 16.7W 2,380L 143 LPW 5000K 161,000 Hours 75,000 Hours

PJF1-1-4-X-25-X-35-X 25.3W 3,570L 141 LPW 3500K 161,000 Hours 75,000 Hours

PJF1-1-4-X-25-X-40-X 25.3W 3,600L 142 LPW 4000K 161,000 Hours 75,000 Hours

PJF1-1-4-X-25-X-50-X 25.3W 3,660L 145 LPW 5000K 161,000 Hours 75,000 Hours

PJF1-1-4-X-30-X-35-X 30.0W 4,230L 141 LPW 3500K 161,000 Hours 75,000 Hours

PJF1-1-4-X-30-X-40-X 30.0W 4,260L 142 LPW 4000K 161,000 Hours 75,000 Hours

PJF1-1-4-X-30-X-50-X 30.0W 4,340L 145 LPW 5000K 161,000 Hours 75,000 Hours

PJF1-1-4-X-35-X-35-X 34.7W 4,850L 140 LPW 3500K 161,000 Hours 75,000 Hours

PJF1-1-4-X-35-X-40-X 34.7W 4,860L 140 LPW 4000K 161,000 Hours 75,000 Hours

PJF1-1-4-X-35-X-50-X 34.7W 4,860L 140 LPW 5000K 161,000 Hours 75,000 Hours

PJF1-1-8-X-50-X-35-X 50.6W 7,140L 141 LPW 3500K 161,000 Hours 75,000 Hours

PJF1-1-8-X-50-X-40-X 50.6W 7,200L 142 LPW 4000K 161,000 Hours 75,000 Hours

PJF1-1-8-X-50-X-50-X 50.6W 7,330L 145 LPW 5000K 161,000 Hours 75,000 Hours

PJF1-1-8-X-60-X-35-X 60.0W 8,450L 141 LPW 3500K 161,000 Hours 75,000 Hours

PJF1-1-8-X-60-X-40-X 60.0W 8,530L 142 LPW 4000K 161,000 Hours 75,000 Hours

PJF1-1-8-X-60-X-50-X 60.0W 8,680L 145 LPW 5000K 161,000 Hours 75,000 Hours

PJF1-1-8-X-70-X-35-X 68.8W 9,700L 141 LPW 3500K 161,000 Hours 75,000 Hours

PJF1-1-8-X-70-X-40-X 68.8W 9,720L 141 LPW 4000K 161,000 Hours 75,000 Hours

PJF1-1-8-X-70-X-50-X 68.8W 9,730L 141 LPW 5000K 161,000 Hours 75,000 Hours

Model Number PJF1-1-8-X-70-X-XX-X

Issue Date 07/09/2019

IESNA LM-63-2002

Lamp LED

Total Input Watts 68.8

Total Lumens 9,707

Efficacy 141 LPW

Spacing Criterion 0º-180º = 1.28  |  90º-270º = 1.46

Luminaire Photometric Data

Zone Lumens % Fixt

0-30 1926.40 19.80

0-40 3187.47 32.80

0-60 5825.18 60.00

0-90 8426.39 86.80

0-180 9706.71 100.00

Zonal Lumen Summary

http://www.usled.com
tel:866-972-9191
mailto:customerservice%40usled.com?subject=
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Accessories

LSXR-610-ADC - Passive Infrared Sensor | High/Low Mount 360° | Dimming/Switching Photocell

Specifications

Key Features
• Four interchangeable lenses
• 100% digital PIR detection - provides excellent RF immunity
• No PIR field calibration or sensitivity adjustments required
• Powers from single or two-phase line connections
• Photocell and 0-10 VDC dimming options
• Digital push-button programming - no tools or analog 

adjustments required
• Non-volatile settings memory
• Convenient test mode - quickens initial walk and/or 

photocell testing
• LampMaximizer® minimum on timer (15 min) enables 

usage of shorter occupancy time delays while protecting 
fluorescent lamp life

• Default 10 minute occupancy time delay

• Size (w/ Mounting Flange): 3.75” H x 2.50” W x 4.00” D (9.5 cm x 6.4 cm x 10.2 cm)
• Weight: 6 oz
• Mounting: 1/2” knockout (7/8” hole) on fixture
• Maximum Load: 800 W @ 120 VAC, 1200 W @ 277 VAC, 1000 W @ 208 VAC, 1200 W @ 240 

VAC, 1500 W @ 347 VAC, 2160 W @ 480 VAC
• Motor Load: 1/4 HP
• Dimming Load: Sinks < 20 mA; (~ 40 LED drivers/ballasts @ 0.5 per) 0-10VDC dimmable ballasts 

or LED drivers only
• Temperature Rating: –20°C to 60°C for models with suffix LT
• –10°C to 60°C for all other models

The LSXR Family of fixture mount occupancy 
sensors provides reliable and versatile solutions 
for commercial and industrial lighting control 
applications. All LSXR Family sensors utilize 
passive infrared (PIR) detection and feature 
interchangeable lenses, providing flexibility for 
multiple mounting height and coverage pattern 
requirements.

Overview

SR

RoH S

Acuity Brands | One Lithonia Way  Conyers, GA  30012   Phone: 800.535.2465    www.acuitycontrols.com     
© 2014-2018 Acuity Brands Lighting, Inc.  All rights reserved.   Rev. 09/21/18    
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SIDE VIEW
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TOP VIEW
HIGH MOUNT AISLEWAY LENS (#50)

• Provides a bi-directional coverage 
pattern ideal for warehouse racking

• 1.2x mounting height equals 
approximate detection range in 
either direction

• Typical 40 ft (12.19 m) mounting 
detects 50 ft (15.24 m) in either 
direction

• Superior aisleway coverage 
compared to a masked 360º lens

HIGH MOUNT 360º LENS (#6)

• Best choice for 15 to 45 ft (4.57 to 13.72 
m) mounting heights

• 15 to 20 ft (4.57 to 6.10 m) radial 
coverage overlaps area lit by a typical 
high bay fixture

• Excellent detection of large motion 
(e.g. walking) up to a 35 ft (10.76 m) 
mounting height

• Excellent detection of extra large motion 
(e.g. forklifts) up to a 45 ft (13.72 m) 
mounting height

• Tested to NEMA WD 7-2011

30      20     10       0 ft   10     20     30

9.1       6       3       0 m   3       6      9.1

0 ft

15

30

45

0 m

4.6

9.1

13.7

LOW VIEW HIGH VIEW

0 ft

15

0 m

4.6

  20               10                 0 ft               10  20

   6                 3                  0 m               3                  6

• Best choice for small motion (e.g. hand 
movements) detection 

• 360º conical shaped pattern
• Provides 12 ft (3.66 m) radial coverage 

(~500 ft2) when mounted to standard 9 
ft (2.74 m) ceiling

• 8 to 15 ft (2.44 to 4.57 m) mounting 
heights provide 10 to 20 ft (3.05 to 6.10 
m) radial coverage

• Lens assembly is marked with a gray ring 
around lens to differentiate versus the 
#10 lens

SMALL MOTION 360º LENS (#9)

   12                      6                  0 ft    6          12
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• Best choice for large motion detection 
(e.g. walking)

• 360º conical shaped pattern
• Provides ~24 ft (7.32 m) radial coverage 

(~2000 ft2) when mounted at 9 ft (2.74 
m) 

• 7 to 15 ft (2.13 to 4.57 m) mounting 
heights provide 16 to 36 ft (4.88 to 
10.97 m) radial coverage

• Detection range improves when walking 
across beams compared to into beams

LOW MOUNT 360º LENS (#10)
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Mounting

30200 - 20 ft. Aircraft Cable Mounting Kit
30202 - 10 ft. Aircraft Cable Mounting Kit

(Sold Separately)

30184 - 5 ft. Hangar Cable with Y-Snap Hooks
(Sold Separately)
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Smart Blu™ Bluetooth Lighting Control
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Smart Blu™ Bluetooth Lighting Control (Cont.)

dimmable) or in two colors (2-channel
dimmable) . 2-channel Lights may be
color-tuned anywhere from very warm to
very cool.

Lights may be supplied
without sensors or they may

and/or photo sensors to

level control.

Lights may alsobe linked

sensor is tripped, all other
Lights in the Group respond
in unison thus making the
whole space appear lit and
less foreboding.

Lights may be controlled individually
or in Groups. They can be set to

and/or respond to manualswitches
or smartphones.

is taking advantage
of natural light that
enters an interior
space through
windows by

SMART BLU™can dim Lights
closest to windows lower than Lights further away from windows.
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Smart Blu™ Bluetooth Lighting Control (Cont.)

Scenes may becreated with Groups and/or

and you wish to dim the light to view a

the presenter.
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Project Type

Catalog Number

QubePAK Regal XL
Wall Pack Luminaire
For exterior wall lighting applications in new construction or retrofit 
opportunities, US LED reveals the new QubePAK Regal XL. The 
QubePAK Regal XL family is an economical and scalable wall pack 
solution to replace existing fluorescent, highpressure sodium and 
metal halide technologies. The QubePAK Regal XL is designed 
specifically for versatility, providing a variety of lumen packages 
ranging from 3,760 to 8,550 lumens.

Features
 Outdoor downlight wall pack (down facing mount 
only)
 Integrated dimming photocell offers daylight 
harvesting with on/off control
 Jbox or conduit wiring
 Full cutoff to eliminate forward and upward light
 Easy installation with secure lock hinge design
 Low profile design
 5year warranty

Certifications
 UL Listed for US and Canada ( E338791)
 DesignLights Consortium Listed
 DesignLights Consortium Listed  Premium (50W 
Only)

Specifications Average Value for Family Products

Spec Type Series 30, 40 & 50 Series 80

Dimensions 8" x 7.8" x 3.9" 10.38" x 8.66" x 5.81"

Units/Carton 1 1

Net Weight 5.1 lbs. 8.35 lbs.

Environmental Rating Wet Wet
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Energy Data
Spec Type Series 30 Series 40 Series 50 Series 80

Input Voltage (VAC) 120277 120277 120277 120277

System Level Power (W) 30 37.8 43 75

Delivered Lumens (Lm) 3,760 4,550 4,900 8,550

Efficacy (Lm/W) 125 120 114 121

Color Temperature (K) 5,000 5,000 5,000 5,000

Color Rendering Index (CRI) 80 min 80 min 80 min 80 min

L70 Calculated Life (Hrs.) 1

200,000 200,000 200,000 108,000

L85 Calculated Life (Hrs.) 1

124,000 115,000 99,000 49,000

Operating Temperature (° C) 40 to 40 40 to 40 40 to 40 40 to 40

Daylight Harvesting Sensor Method Dimming Dimming Dimming Dimming

Ordering Information
Series Variant CCT Fixture Color

WPR2

30   Series 3040   Series 4050   Series 5080   Series 80 50   5000K WT   WhiteBZ   Bronze

Example: WPR2-30-50-WT

1. US LED product 'Lifetimes' refer only to the LED light engine, not the power source, and are based on the Illuminating Engineering Society's TM21 Projected Lumen Maintenance methodology at a 25° C / 77° F ambient temperature. The lifetimes are solely meant to be a guide for expected LED degradation and not a warranty or predictive of their actual life, which can be affected by ambient temperatures and other factors.



INSTALLATION   INSTRUCTIONS
WARNING: Make certain power is OFF before starting installation or attempting any maintenance.
Fixture must be wired in accordance with the National Electrical Code and all applicable local codes.
Insure proper grounding for personal safety. Risk of �re and electrical shock. 

TOOL REQUIRED: Phillips head screw driver and electrical wiring tools.
OPERATING VOLTAGE: Universal driver permits operation at 120V thru 277V at 50 or 60 Hz. 

WallPacks are designed for outdoor wet location use. Suitable for mounts more than 4 feet (1.2m) of the ground. For-branch wiring utilize 4-12 AWG, 
90°C Min wire.

STEP 1: Loosen captive assembly screw and separate wiring 

Back Box (FIG.1)

Con�rm junction box size PRIOR to removing the gasket 

material for the application. ONLY remove the gasket material 

needed for the installation. 

Mount Back Box to junction box via supplied hardware.

STEP 2: Secure Front housing into lock hinges (FIG.2) for 

hands free wiring.

STEP 3: Make electrical connection as shown in (FIG.3) using 

provided wire connectors. 

NOTE: INSTALLER MUST APPLY SILICONE 

COMPOUND AROUND ENTIRE PERIMETER OF THE 

BACK BOX WHERE IT MATES TO THE MOUNTING 

SURFACE. THIS WILL CREATE A WATER TIGHT 

SEAL BETWEEN THE MOUNTING SURFACE AND 

THE BACK BOX

STEP 4: Close Front housing and tighten the captive screw

(FIG.4)

FIG.1

FIG.4

INSTALLATION

FIG.2
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CLO
SE

Back Box Front housing
LE

D 
DR

IV
ER

Standard+Photocell Dimming

Black
White
Green

L
N
Ground

L
N
Ground

LE
D 

DR
IV

ER

DC Dimming (0-10V)
Black
White
Green
Gray
Blue

0-10V
Dimmer

_

+ FIG.3



INSTALLATION   INSTRUCTIONS
WARNING: Make certain power is OFF before starting installation or attempting any maintenance.
Fixture must be wired in accordance with the National Electrical Code and all applicable local codes.
Insure proper grounding for personal safety. Risk of �re and electrical shock. 

TOOL REQUIRED: Phillips head screw driver and electrical wiring tools.
OPERATING VOLTAGE: Universal driver permits operation at 120V thru 277V at 50 or 60 Hz. 

WallPacks are designed for outdoor wet location use. Suitable for mounts more than 4 feet (1.2m) of the ground. For-branch wiring utilize 4-12 AWG, 
90°C Min wire.

STEP 1: Loosen captive assembly screw and separate wiring 

Back Box (FIG.1)

Con�rm junction box size PRIOR to removing the gasket 

material for the application. ONLY remove the gasket material 

needed for the installation. 

Mount Back Box to junction box via supplied hardware.

STEP 2: Secure Front housing into lock hinges (FIG.2) for 

hands free wiring.

STEP 3: Make electrical connection as shown in (FIG.3) using 

provided wire connectors. 

NOTE: INSTALLER MUST APPLY SILICONE 

COMPOUND AROUND ENTIRE PERIMETER OF THE 

BACK BOX WHERE IT MATES TO THE MOUNTING 

SURFACE. THIS WILL CREATE A WATER TIGHT 

SEAL BETWEEN THE MOUNTING SURFACE AND 

THE BACK BOX

STEP 4: Close Front housing and tighten the captive screw

(FIG.4)

FIG.1

FIG.4

INSTALLATION

FIG.2

APPLICATIONS:

CLO
SE

Back Box Front housing
LE

D 
DR

IV
ER

Standard+Photocell Dimming

Black
White
Green

L
N
Ground

L
N
Ground

LE
D 

DR
IV

ER

DC Dimming (0-10V)
Black
White
Green
Gray
Blue

0-10V
Dimmer

_

+ FIG.3



INSTRUCCIONES DE INSTALACIÓN
ADVERTENCIA: Asegurese de quitar la energía antes de empezar la instalación o realizar cualquier mantenimiento.
La luminaria debe ser alambrada de acuerdo a la reglamentación eléctrica local.
Asegure una buena conexión de tierra para la seguridad personal. Riesgo de fuego y descarga eléctrica. 

HERRAMIENTAS REQUERIDAS: Desarmador con punta Phillips y de alambrado eléctrico.
VOLTAJE DE OPERACIÓN: La fuente universal permite su operación desde 120V hasta 277V @ 50 o 60 Hz. 

Los WallPacks están diseñados para ambientes húmedos. Adecuada para montar a más de 4 pies (1.2m) sobre el nivel de piso. Para alambrar utilize 
cable calibres 4-12 AWG, 90°C Min.

PASO 1: A�oje el tornillo imperdible y separe la caja trasera 
de alambrado/base (FIG.1).

Veri�que el tamaño de la caja de empalme ANTES de 
remover el empaque para la aplicación. SÓLO quite el 
material necesario de empaque para la instalación. 
Fije la Caja trasera a la caja de empalme con la tornillería 
suministrada.

PASO 2: Cuelgue la carcasa en la bisagra(FIG.2) y tenga 
ambas manos libres para alambrar.

PASO 3: Haga las conexiones eléctricas como se muestra 
(FIG.3) usando los conectores suministrados. 

NOTA:  EL INSTALADOR DEBE APLICAR 
COMPUESTO DE SILICON ALREDEDOR DE TODO 
EL PERÍMETRO DE LA CAJA TRASERA DONDE SE 
JUNTA CON LA SUPERFICIE DE MONTAJE 
CREANDO UN SELLO A PRUEBA DE AGUA.

PASO 4: Cierre la carcasa y apriete el tornillo(FIG.4)

FIG.1

FIG.4

INSTALACIÓN

FIG.2
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INSTRUCCIONES DE INSTALACIÓN
Luminaria LED de uso exterior (Wallpack) 
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Warranty
• Backed by US LED’s industry leading       

10-year warranty.

DoradoXLE
Outdoor LED Area/Site Luminaire

Product Overview
For exterior pole and area lighting applications in 
new construction or retrofit opportunities, US LED 
brings the DoradoXLE. The DoradoXLE offers an 
array of options to accommodate any pole or area 
lighting requirement, including an assortment of 
light distributions, mounting methods and luminaire 
finishes. The DoradoXLE is designed to be oriented 
either vertical or horizontal, thus increasing its 
adaptability and functionality on any project.

Product Applications
• Auto Dealerships
• Parking Lots
• Educational Facilities
• Business Campuses
• Recreational Areas

• Mall/Retail Areas
• Commercial Exteriors
• Industrial Facilities
• Security Areas
• Site Pathway Areas

Product Certifications/Approvals
• ETL Listed for US & Canada.
• Complies with UL1598 and CSA C22.2.
• DLC Premium Listed.
• Suitable for Wet Locations.
• IP66 Rated Enclosure.
• RoHS Compliant.

WARRANTY

W

ARRANT Y

Project Date

Catalog Number Type

Product Performance Summary

Lumen Output Up to 38,000 lumens

Efficacy Up to 136 LPW

CRI ≥ 70 CRI

Available CCT 3000K, 4000K & 5000K

Warranty 10-Year Warranty

Key Features
• Easy installation by one person in the field.
• Full cutoff to eliminate forward/upward light.
• Slip fitter, pole mount, or trunnion mount 

options available. 3

• Type III or Type V distributions available.
• Flux options available range from 13,000 to 

38,000 lumens.
• Industry leading 10-Year warranty.

Electrical
• 120-277V or 277-480V available.
• 0-10V dimming standard.
• 10kV surge protection standard.
• System power factor >90% and THD <20%.
• Photocell/motion sensor options available.
• Operating temperature: -30°C to +40°C 

(-30°F to +104°F)

Mounting
• Slip fitter, pole mount, or trunnion mounting 

options available. 3

Ordering Information

Construction
• Robust die-cast aluminum protects integral 

components from harsh environments and 
optimizes thermal management.

• Housing is protected by a corrosion 
resistant powder coat finish.

• Standard dark bronze finish. Custom colors 
available by request.

• IP66 rated enclosure prevents intrusion from 
environmental elements that could degrade 
performance.

Optics
• Precision molded optics available in Type III 

or Type V distributions.
• Industry leading LEDs with 3000K, 4000K, 

and 5000K CCT (minimum 70 CRI).
• Lumen Maintenance >152,000 hours (L70) 1

NIGHT SKY
- FRIENDLY -

U
IP66

100 100W

120 120W

150 150W

200 200W

250 250W

300 300W

30 3000K

40 4000K

50 5000K

3 Type 3

5 Type 5

1 Bronze 2

2 White 2

1 Bronze 2

2 White 2

UNVL 120-277V

UNVH 277-480V

N No Sensor

D1 Photocell

QDXLE1 Z5

ModelSeries CCT Input Voltage Finish Optics Sensor Product Code

1. US LED product ‘Lifetimes’ refer only to the LED light engine, not the power source, and are based on the Illuminating Engineering Society’s TM21 Projected Lumen Maintenance methodology at a 25° C / 77° F ambient temperature. 
The lifetimes are solely meant to be a guide for expected LED degradation and not a warranty or predictive of their actual life, which can be affected by ambient temperatures and other factors.

2. Custom colors available upon request.
3. Mounting included in the luminaire pricing.
4. DYRA option must be purchased with DYF1 option.

Example: QDXLE1-100-50-UNVL-1-3-N-Z5

DYS1 Slip fitter Mount 
for 2 3/8” Round 
Tenon

DYF1 Arm Mount - Flat

DYRA 4 Round Pole 
Adapter for 4” Pole

DYT1 Trunnion Mount

FinishSeries 3

Mounting Ordering Information
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Dimensions

Models 100W-120W-150W (Side View)

Models 200W-250W-300W (Side View)

Models 100W-120W-150W (Bottom View)

Models 200W-250W-300W (Bottom View)

Model Net Weight

100W/120W/150W 10.5 lbs. (4.8kg)

200W/250W/300W 13 lbs. (5.9kg)

2.81"(71mm)

12.2"(310mm)

12.9"(327mm)

20.85"(529mm)

12.66"(321mm)

3.54"(90mm)
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Optical Distributions

Performance Data

Model CCT System Level Power Delivered Lumens Efficacy L70 Calculate Life L85 Calculate Life 

100W
3000K 96W 12,900L 135 LPW 142,000 Hours 65,000 Hours

4000K 96W 12,970L 135 LPW 142,000 Hours 65,000 Hours

5000K 96W 13,090L 136 LPW 142,000 Hours 65,000 Hours

120W
3000K 114W 14,700L 129 LPW 142,000 Hours 65,000 Hours

4000K 114W 14,760L 130 LPW 142,000 Hours 65,000 Hours

5000K 114W 15,100L 132 LPW 142,000 Hours 65,000 Hours

150W
3000K 138W 17,850L 129 LPW 142,000 Hours 65,000 Hours

4000K 138W 17,980L 130 LPW 142,000 Hours 65,000 Hours

5000K 138W 18,140L 131 LPW 142,000 Hours 65,000 Hours

200W
3000K 194W 26,020L 134 LPW 152,000 Hours 70,000 Hours

4000K 194W 26,140L 135 LPW 152,000 Hours 70,000 Hours

5000K 194W 26,370L 136 LPW 152,000 Hours 70,000 Hours

250W
3000K 231W 30,170L 131 LPW 142,000 Hours 65,000 Hours

4000K 231W 30,310L 131 LPW 142,000 Hours 65,000 Hours

5000K 231W 30,580L 132 LPW 142,000 Hours 65,000 Hours

300W
3000K 286W 37,120L 130 LPW 128,000 Hours 58,000 Hours

4000K 286W 37,400L 131 LPW 128,000 Hours 58,000 Hours

5000K 286W 37,980L 133 LPW 128,000 Hours 58,000 Hours

All photometric testing performed to IESNA LM-79 standards by a NVLAP® accredited testing facility. ISO footcandle plots below demonstrate the distribution 
patterns only based on 25’ mounting height. Visit www.usled.com for complete specifications and IES files.

Type V distribution forms the symmetrical 
round pattern that allows the light to 
have the same intensity at all angles. 
Primarily used in parking lot interiors, 
crossroads, and roadway centers.

Type V Distribution

Type III distribution projects light more 
forward and equally on both sides in an 
asymmetric pattern. Most commonly 
used in parking areas, wider roadways, 
and other areas where a larger area of 
lighting is required.

Type III Distribution
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Mounting

DYS1 - Slip fitter Mount

DYF1 - Arm Mount - Flat

2.56"(Ø65mm)

3.31"(84mm)

3.31"(84mm)

7.75"(196mm)

2.76"(70mm)

0.236"(Ø6mm)

5.78"(146mm)

0.41"(Ø10mm)

2.61"(66mm)
2.2"(55mm)

0.57"(14mm)

2.3"(58mm)

1.89"(48mm) 0.57"(14mm)

0.87"(22mm)

7.05"(179mm)

3.56"(90mm)

2.36"(60mm) 2.76"(70mm)

0.19"(2-Ø5mm)
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Mounting

DYRA - Round Pole Adapter

DYT1 - Trunnion Mount

3.15"(80mm)

0.63"(Ø16mm)

0.47"(2-Ø12mm)
1.57"(40mm)

3.86"(98mm)

5.47"(139mm)

2.2"(55mm)

2.68"68mm)

1.02"(26mm)

0.94"(Ø24mm)

0.41"(4-Ø10mm)

1.34"(34mm)

2.36"(60mm)

5.78"(146mm)

4.96"(125mm) 0.87"(22mm)

1.73"(44mm)

2.04"(51mm)

2.31"(58mm)

2.61"(66mm) 0.41"(Ø10mm)

0.47"(12mm)
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Accessories

DLL127-1.5-JU 4 - 120-277V Electronic Locking Type Photocontrol
DLL347-1.5-JU 4 - 347V Electronic Locking Type Photocontrol
DLL480-1.5-JU 4 - 480V Electronic Locking Type Photocontrol

Key Features
• Dusk to dawn lighting control.
• Designed to last 20+ years.
• LED inrush protection with TRIAC assisted relay.
• Double thick enclosure and lens with additional 

UV inhibitor.
• High temperature base plastic tested to 140°C.

Overview
With a design life of 20+ years and superior 
in-rush current and surge-protection features, 
the DLL supports extended life and low 
maintenance benefits associated with outdoor 
LED fixtures.

Specifications
• ANSI C136.10
• RoHS compliant.
• UL listed to U.S. and Canadian safety 

standards.
• Surge rated in excess of ANSI C136.10 to 

20kV/10kA.

• Operating Levels: Turn-on at 1.5 FC and 
turn-off at 2.25 FC (On:Off ration of 1:1.5).

• Operating temperature: -40°C to +70°C 
(-40°F to +158°F).

• Average power consumption: <0.5W @ 120V

4.  Must be installed with photocell receptacle 2223.
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Turn off power to the light pole at circuit breaker. ASSEMBLY PROCESS 

 
Unbox the QDXLE1 from the packaging.   

Determine the type of mount, Arm Mount, Slip Fitter, or Trunnion.   

  

The installation must only be performed by a licensed electrician. 

To prevent death, injury or damage to property, this product must be installed in accordance to National 
Electrical Code (NFPA70) in the US or Canadian Electrical Code (CSA22.1) in Canada. 

Disconnect power before installing the product or servicing it. 

Wait until fixture has cooled down before installing or servicing the fixture. 

Water in the fixture voids warranty. 

MIN. 90°C SUPPLY CONDUCTORS 

Read and follow installation instructions. Improper installation will void warranty. 

3 

2 

1 
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Arm Mount For both Round Pole (DYR1) and Square/Flat Pole (DYF1) 

A. Drill necessary holes into pole for fixture mounting 

B. Remove pole cap and lower nut plate inside of pole until threaded holes align with proper mounting holes. 

C. Affix Arm Mount to pole using nut plate, bolts, lock washers, and nuts. 

D. Remove side plate of Arm Mount.   

E. Fish power leads from pole into Arm Mount. 

F. Mount QDXLE1 onto Arm Mount. 

G. Make electrical connections within Arm Mount  
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Slip-Fitter Mount (DYS1)  

A. Fish power cable though slip-fitter.  

B. Attach slip-fitter to QDXLE. 

C. Make electrical connections in the pole. 

D. Insert the slip fitter over the pole. 

E. Tighten the screws on the slip fitter.   
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Trunnion Mount (DYT1) 

A. Affix bracket –surface mount to mounting surface using appropriate hardware (supplied by installer)  

B. Affix fixture to mount using fixture mounting screws, lockwashers, washers and nuts 

C. Adjust fixture position angle by removing position locking screw, loosening pivot screw rotating to designated position, tightening pivot 

screw and replacing locking screw (FIG 4). 

D. Run power to the Dorado back housing using a liquid tight conduit fitting (supplied by installer). 
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